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ARCHITECTURAL SPECIFICATIONS FOR ENCORE 6 ACOUSTICAL PANELS

[Project Name]
[Project Location]
PART 1 - GENERAL

1.1 Description of Work:

Work Included: Provide Architectural Components Group, Inc. Encore 6 Acoustical Panel Wood Ceiling system where shown on Architectural Drawings, and as specified in this Specification.

1.2 Quality Assurance:

A. Architectural Components’ Encore 6 Acoustical Panel Wood Ceiling Products for this project shall maintain the quality as instituted by the architect or A.W.I.

B. Design Criteria: Manufacture of Encore 6 Acoustical Panel Wood Ceiling Products shall be installed true and plumb to within manufacturing tolerance of 1/8” over 8’ long.

C. Product Construction: Wood shall be kiln dried to 10%. Cracking, checking and warpage of members will not be acceptable.

1.3 Submittals:

A. Technical Data: Submit manufacturer’s data and installation instructions.

B. Shop Drawings: Submit 4 copies of shop drawings showing all areas involved, attachment conditions and perimeter circumstances.

C. Submittal Samples: Submit 1 product sample for approval by architect.

1.4 DELIVERY, STORAGE AND HANDLING

A. Material MUST BE STORED and INSTALLED only in secured ambient environment (humidity min. 35% -max. 55%, temperature not less than 65 deg. and not to exceed 80 deg.)

B. Windows, Doors and all wet-work must be completed before unpackaging and installation. Handle carefully to avoid damaging.
PART 2 -- PRODUCTS

2.1 Acceptable Manufacturer: Architectural Components Group, Inc. 2525-A, E. Livingston, Springfield, MO 65803.

2.2 Product Type

A. Species and Grade: System shall consist of [Desired Veneer Species, e.g., Flat Cut Cherry, Center matched] [or specified high pressure laminate] face on the panel.

B. Product Configuration: Encore 6 Acoustical Panel size shall be of a flat configuration in a 2’ x 2’ size, with a 3/8” reveal between panels. Panels are 3/4" thick.  The face has square grooves 1/16” wide on 10 mm centers.  The panel has back perforations on 32 mm staggered centers intersecting the face grooves to create the acoustical penetrations required for a sound absorbing panel.

C.  Panels are edge banded with veneer or high pressure laminate matching the face.

C. Attachment System: Encore 6 Acoustical Panel shall be suspended according to manufacturers suggested method of suspension. 

E. Fire Rating: Encore 6 Acoustical Panel shall achieve a Class 1(A) Fire Rating.

F. Finish: Finish shall utilize ACG Satin Sheen No. 1, Satin Sheen. [or standard manufacturer’s finish on high pressure laminate faces].

PART 3 -- EXECUTION

3.1 Installation

A. The Encore 6 Acoustical Panels shall be handled and installed with care in order to prevent surface and structure damage. Field cutting shall be kept to a minimum and performed as recommended by manufacturer.

B.  To maximize NRC performance, additional sound attenuation insulation may be installed behind the Encore 6 Acoustical panel.

C. Contractor shall clean all panels prior to installation according to manufacturer’s recommended maintenance procedures. Upon completion of installation, panels shall be inspected and cleaned as needed.

D. Manufacturer shall warranty all products to be free of defects for one year.

